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Datasheet - Dimmbox

Housing dimensions:

Fixing dimensions
240

Housing colour white (standard)
All dimensions in millimeters

High-voltage cable
PVC
4,0 mm (Diam.)Mains cable:

H03VV-F, 3x0,75

Weight
1350g

78

36

252

control cable

high-voltage 1

high-voltage 2high-voltage 3

Primary data

Mains voltage 230 Volts, +/- 10 %, 50 / 60Hz 

Current consumption Depends on the connected tube load,
max. 0.50 Amp.
cos phi 0.95

Protective equipment

Safety fuse
Integrated 1 Amp. melting fuse offering 
protection against internal short circuits.

optional:

Earth leakage trip
To switch off the system in case of an earth 
leakage current >25mA.

optional:

Open circuit protection
To switch off the system in case of an open 
secondary circuit.

Design Electronic convertor for cold cathod flourescent 
tubes, with three seperate outputs for 
installations according to VDE 0100

Weight  1.45 kg

Radio A
interference 
suppression    

Temperatures Ambient temperature range: -10 to +65

Housing Rigid PVC shell,
Standard colour: white
Filling compound: polyurethane (black) 

Class of I
protection IP 65 (encapsulated housing)

IP 00 (cable connections)

Control Digital, serial data input,
galvanically seperated from the mains potential

Suitable for indoor systems, limited suitability 
for outdoor systems.

ccording to VDE 0875,
Part 2A1 (EN 55015)

oC

Caution: 
The installation instructions 

must be strictly observed
when using the convertors!

Secondary data, type 80/1

990 Volts with 80 mA constant current, 
symmetrical alternating current, load-dependent 
operating frequency, 18 - 22 kHz, centrally  
earthed secondary winding.
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                    Blue discharge (outdoor)
Diameter    10        12          15          18            20          22
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                                 Red discharge

Diameter     10        12          15          18            20          22

                                 Red discharge

Diameter     10        12          15          18            20          22

Connectable tube lengths:

2,0
1,1

2,5
1,6

1,2
0,7

General description

Electronic ballast (EVG) for neon tubes with three seperate 
tube outputs. The housing is completely encapsulated. The 
cable connections on the input and output are preassembled 
and hermetically sealed.
The three outputs of the EVG can be switched and dimmed 
seperatley. 

Control of the EVG is accomplished by means of an external 
serial control signal. 
The control input is galvanically seperated from the mains 
potential.

Operation without tubes on the outputs destroys 
the EVG. 


